
מידות משתנות )מטר(משקל העמסה )ק"ג(משקל עצמי )ק"ג(משקל מותר טכני )ק"ג(

תא
נהג
בודד

 רוחק
סרנים

 סרן
קדמי

 סרן
 סרןכוללאחורי

קדמי
 סרן

 סרןכוללאחורי
קדמי

 סרן
ACCBCHBL RangeTL RangeTKTWכוללאחורי

3.25

5,2009,80011,990

2,7431,2904,0332,4578,5107,9570.280.211.883.57-4.715.39-6.535.676.28
3.502,7541,3304,0842,4468,4707,9060.280.211.883.85-5.115.67-6.935.986.59
3.802,7441,3414,0852,4568,4597,9050.280.211.884.26-5.596.08-7.416.356.97
4.202,7381,3634,1012,4628,4377,8890.280.211.884.80-6.236.62-8.056.857.47
4.502,7571,4064,1632,4438,3947,8270.280.211.885.21-6.717.03-8.537.227.85
4.802,7491,4174,1662,4518,3837,8240.280.211.885.61-7.197.43-9.017.598.23
5.352,7601,4594,2192,4408,3417,7710.280.211.886.36-8.078.18-9.898.288.93
5.902,7691,5034,2722,4318,2977,7180.280.211.887.10-8.958.92-10.778.969.62
6.302,7721,5274,2992,4288,2737,6910.280.211.887.64-9.599.46-11.419.4610.13
6.702,8631,5854,4482,3378,2157,5420.280.211.888.27-10.1810.09-12.009.9710.63

תא נהג 
מורחב 
או שינה

 רוחק
סרנים

 סרן
קדמי

 סרן
 סרןכוללאחורי

קדמי
 סרן

 סרןכוללאחורי
קדמי

 סרן
ACCBCHBL RangeTL RangeTKTWכוללאחורי

3.25

5,2009,80011,990

2,8621,3114,1732,3388,4897,8170.680.191.883.19-4.335.39-6.475.676.28
3.502,8751,3504,2252,3258,4507,7650.680.191.883.44-4.735.64-6.875.986.59
3.802,8661,3594,2252,3348,4417,7650.680.191.883.74-5.215.94-7.356.356.97
4.202,8621,3794,2412,3388,4217,7490.680.191.884.14-5.856.34-7.996.857.47
4.502,8821,4224,3042,3188,3787,6860.680.191.884.55-6.336.75-8.477.227.85
4.802,8751,4314,3062,3258,3697,6840.680.191.884.96-6.817.16-8.957.598.23
5.352,8871,4724,3592,3138,3287,6310.680.191.885.72-7.697.92-9.838.288.93
5.902,8971,5154,4122,3038,2857,5780.680.191.886.47-8.578.67-10.718.969.62
6.302,9011,5384,4392,2998,2627,5510.680.191.887.02-9.219.22-11.359.4610.13
6.702,9931,5964,5892,2078,2047,4010.680.191.887.66-9.809.86-11.949.9710.63

 TK - רדיוס 
 סיבוב בין
מדרכות

 TW - רדיוס 
 סיבוב בין
קירות

*המידות והמשקלים עלולים להשתנות בהתאם למפרט המוגדר        **מרחקי סרנים באישור ההנדסה בלבד - 5.00, 6.70

משקל שלדה ותא נהג כולל:
PX-5 מנוע

תיבת הילוכים 6S ידנית בעלת 6 הילוכים
מיכל דלק פלסטיק בקיבולת של 170 ליטר )ריק( 

מיכל אוריאה 30 ליטר )ריק(
בולמי זעזועים ומייצבים קדמיים ואחוריים

כולל נהג 75 ק"ג

מידות נוספות:
VA = 1.33
HV = 0.94

HA = 1
RB = 0.79
SB = 1.75
TB = 2.35

ניתן להזמין:
- תיבת הילוכים 9S ידנית בעלת 9 הילוכים

- תיבת הילוכים אוטומטית פלנטרית מדגם ZF-Powerline בעלת 8 הילוכים
- תיבת הילוכים אוטומטית פלנטרית מדגם Allison בעלת 5 הילוכים

- מיכל דלק פלסטיק 200 ליטר
- מיכל דלק אלומיניום 340/450/600 ליטר

- מיכל אוריאה 55 ליטר

מפרט טכני 14 טון
XB FA )רישוי 12 טון(

4X2 שלדת משאית
משקל כולל טכני 14,000 ק"ג ברישוי 11,990 ק״ג

הדור הבא של משאיות העתיד

FA  4X2 Rigid, 14t             n-EC

XB  190
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OTHER DIMENSIONS VA: 1,34    HV13): 1,01    HV14): 0,95    RB: 0,79    SB: 1,75    TB15): 2,35    

AC CB6) CH7) BL8) BL TL HA9) HA10) TK 11) TW12)

0,67 0,19 1,88 3,38 3,63 6,29 1,09 0,96 11,37 12,59
0,67 0,19 1,88 3,77 4,05 6,69 1,09 0,97 11,99 13,22
0,67 0,19 1,88 4,23 4,53 7,17 1,09 0,97 12,73 13,98
0,67 0,19 1,88 4,85 5,18 7,81 1,09 0,97 13,72 14,99
0,67 0,19 1,88 5,33 5,68 8,29 1,09 0,97 14,46 15,75
0,67 0,19 1,88 5,79 6,17 8,77 1,09 0,97 15,21 16,51
0,67 0,19 1,88 6,65 7,07 9,65 1,09 0,97 16,58 17,90
0,67 0,19 1,88 7,51 7,97 10,53 1,09 0,97 17,95 19,29
0,67 0,19 1,88 8,12 8,64 11,17 1,09 0,98 18,96 20,30
0,67 0,19 1,88 8,84 9,38 10,94 1,09 0,99 19,96 21,31

Front Rear Total
2138 8089 9826
2125 8050 9775
2134 8041 9775
2138 8021 9759
2118 7978 9696
2125 7969 9694
2113 7928 9641
2103 7885 9587
2099 7862 9561
2007 7804 9412

Front Rear Total
2862 1311 4174
2875 1350 4225
2866 1359 4225
2862 1379 4241
2882 1422 4304
2875 1431 4306
2887 1472 4359
2897 1515 4413
2901 1538 4439
2993 1596 4588

WB AE5)

3,25 1,70
3,50 1,85
3,80 2,03
4,20 2,27
4,50 2,45
4,80 2,63
5,35 2,96
5,90 3,29
6,30 3,53
6,70 2,90

AC CB6) CH7) BL8) BL TL HA9) HA10) TK 11) TW12)

0,27 0,21 1,88 4,07 4,33 6,29 1,09 0,98 11,37 12,59
0,27 0,21 1,88 4,47 4,74 6,69 1,09 0,98 11,99 13,22
0,27 0,21 1,88 4,92 5,22 7,17 1,09 0,98 12,73 13,98
0,27 0,21 1,88 5,53 5,86 7,81 1,09 0,98 13,72 14,99
0,27 0,21 1,88 6,00 6,35 8,29 1,09 0,98 14,46 15,75
0,27 0,21 1,88 6,46 6,83 8,77 1,09 0,98 15,21 16,51
0,27 0,21 1,88 7,31 7,73 9,65 1,09 0,98 16,58 17,90
0,27 0,21 1,88 8,15 8,62 10,53 1,09 0,98 17,95 19,29
0,27 0,21 1,88 8,76 9,27 11,17 1,09 0,98 18,96 20,30
0,27 0,21 1,88 9,46 10,01 10,94 1,09 1,00 19,96 21,31

Variable dimensions

Front Rear Total
2257 8110 9967
2246 8070 9915
2256 8059 9915
2262 8037 9899
2243 7994 9837
2251 7983 9834
2240 7941 9782
2231 7897 9728
2228 7873 9701
2137 7815 9552

Gross Carrying Capacity

Front Rear Total
2743 1290 4033
2754 1330 4085
2744 1341 4085
2738 1363 4101
2757 1406 4163
2749 1417 4166
2760 1459 4218
2769 1503 4272
2772 1527 4299
2863 1585 4448

Unladen weight4)

WB AE5)

3,25 1,70
3,50 1,85
3,80 2,03
4,20 2,27
4,50 2,45
4,80 2,63
5,35 2,96
5,90 3,29
6,30 3,53
6,70 2,90

Wheelbase - AE
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Depending on the vehicle configuration a specific option may not be possible. The availability and specification of this vehicle may differ per country. For further information please contact the DAF organisation. Pictures and technical illustrations are not
binding in detail and can differ from the standard specification. Subject to modification without prior notice.

8) Calculate customer specific body length with TOPEC. Body lengths shown based on evenly distributed load
at max axle load.

9) Unladen height at centre of driven axle(s).
10) Laden height at centre of driven axle(s).
11) TK = turning circle between kerbs.
12) TW = turning circle between walls.
13) Unladen height at centre of front axle(s).
14) Laden height at centre of front axle(s).
15) TB is overall width at rear. (At centre of front axle 255).

1) GVM in conformity with registration documents.
2) GCM in conformity with registration documents.
3) Axle load with standard tyre size.
4) Chassis and cab weight calculated with: Standard specification items only with 0 litres of fuel, 0 litres of

AdBlue® and driver of 75 kg, tolerance ± 3%. Changing of the specification can have major impact on
vehicle weight.

5) Other AE dimensions may be available for shown WB. Modify rear overhang to the calculated body length.

6) CB is based on standard air intake and/or exhaust.
7) Cab height is measured from frame member to closed cabin roof hatch.
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FA  4X2 Rigid, 14t             n-EC

XB  190
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OTHER DIMENSIONS VA: 1,34    HV13): 1,01    HV14): 0,95    RB: 0,79    SB: 1,75    TB15): 2,35    

AC CB6) CH7) BL8) BL TL HA9) HA10) TK 11) TW12)

0,67 0,19 1,88 3,38 3,63 6,29 1,09 0,96 11,37 12,59
0,67 0,19 1,88 3,77 4,05 6,69 1,09 0,97 11,99 13,22
0,67 0,19 1,88 4,23 4,53 7,17 1,09 0,97 12,73 13,98
0,67 0,19 1,88 4,85 5,18 7,81 1,09 0,97 13,72 14,99
0,67 0,19 1,88 5,33 5,68 8,29 1,09 0,97 14,46 15,75
0,67 0,19 1,88 5,79 6,17 8,77 1,09 0,97 15,21 16,51
0,67 0,19 1,88 6,65 7,07 9,65 1,09 0,97 16,58 17,90
0,67 0,19 1,88 7,51 7,97 10,53 1,09 0,97 17,95 19,29
0,67 0,19 1,88 8,12 8,64 11,17 1,09 0,98 18,96 20,30
0,67 0,19 1,88 8,84 9,38 10,94 1,09 0,99 19,96 21,31

Front Rear Total
2138 8089 9826
2125 8050 9775
2134 8041 9775
2138 8021 9759
2118 7978 9696
2125 7969 9694
2113 7928 9641
2103 7885 9587
2099 7862 9561
2007 7804 9412

Front Rear Total
2862 1311 4174
2875 1350 4225
2866 1359 4225
2862 1379 4241
2882 1422 4304
2875 1431 4306
2887 1472 4359
2897 1515 4413
2901 1538 4439
2993 1596 4588

WB AE5)

3,25 1,70
3,50 1,85
3,80 2,03
4,20 2,27
4,50 2,45
4,80 2,63
5,35 2,96
5,90 3,29
6,30 3,53
6,70 2,90

AC CB6) CH7) BL8) BL TL HA9) HA10) TK 11) TW12)

0,27 0,21 1,88 4,07 4,33 6,29 1,09 0,98 11,37 12,59
0,27 0,21 1,88 4,47 4,74 6,69 1,09 0,98 11,99 13,22
0,27 0,21 1,88 4,92 5,22 7,17 1,09 0,98 12,73 13,98
0,27 0,21 1,88 5,53 5,86 7,81 1,09 0,98 13,72 14,99
0,27 0,21 1,88 6,00 6,35 8,29 1,09 0,98 14,46 15,75
0,27 0,21 1,88 6,46 6,83 8,77 1,09 0,98 15,21 16,51
0,27 0,21 1,88 7,31 7,73 9,65 1,09 0,98 16,58 17,90
0,27 0,21 1,88 8,15 8,62 10,53 1,09 0,98 17,95 19,29
0,27 0,21 1,88 8,76 9,27 11,17 1,09 0,98 18,96 20,30
0,27 0,21 1,88 9,46 10,01 10,94 1,09 1,00 19,96 21,31

Variable dimensions

Front Rear Total
2257 8110 9967
2246 8070 9915
2256 8059 9915
2262 8037 9899
2243 7994 9837
2251 7983 9834
2240 7941 9782
2231 7897 9728
2228 7873 9701
2137 7815 9552

Gross Carrying Capacity

Front Rear Total
2743 1290 4033
2754 1330 4085
2744 1341 4085
2738 1363 4101
2757 1406 4163
2749 1417 4166
2760 1459 4218
2769 1503 4272
2772 1527 4299
2863 1585 4448

Unladen weight4)

WB AE5)

3,25 1,70
3,50 1,85
3,80 2,03
4,20 2,27
4,50 2,45
4,80 2,63
5,35 2,96
5,90 3,29
6,30 3,53
6,70 2,90

Wheelbase - AE
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Depending on the vehicle configuration a specific option may not be possible. The availability and specification of this vehicle may differ per country. For further information please contact the DAF organisation. Pictures and technical illustrations are not
binding in detail and can differ from the standard specification. Subject to modification without prior notice.

8) Calculate customer specific body length with TOPEC. Body lengths shown based on evenly distributed load
at max axle load.

9) Unladen height at centre of driven axle(s).
10) Laden height at centre of driven axle(s).
11) TK = turning circle between kerbs.
12) TW = turning circle between walls.
13) Unladen height at centre of front axle(s).
14) Laden height at centre of front axle(s).
15) TB is overall width at rear. (At centre of front axle 255).

1) GVM in conformity with registration documents.
2) GCM in conformity with registration documents.
3) Axle load with standard tyre size.
4) Chassis and cab weight calculated with: Standard specification items only with 0 litres of fuel, 0 litres of

AdBlue® and driver of 75 kg, tolerance ± 3%. Changing of the specification can have major impact on
vehicle weight.

5) Other AE dimensions may be available for shown WB. Modify rear overhang to the calculated body length.

6) CB is based on standard air intake and/or exhaust.
7) Cab height is measured from frame member to closed cabin roof hatch.
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OTHER DIMENSIONS VA: 1,34    HV13): 1,01    HV14): 0,95    RB: 0,79    SB: 1,75    TB15): 2,35    

AC CB6) CH7) BL8) BL TL HA9) HA10) TK 11) TW12)

0,67 0,19 1,88 3,38 3,63 6,29 1,09 0,96 11,37 12,59
0,67 0,19 1,88 3,77 4,05 6,69 1,09 0,97 11,99 13,22
0,67 0,19 1,88 4,23 4,53 7,17 1,09 0,97 12,73 13,98
0,67 0,19 1,88 4,85 5,18 7,81 1,09 0,97 13,72 14,99
0,67 0,19 1,88 5,33 5,68 8,29 1,09 0,97 14,46 15,75
0,67 0,19 1,88 5,79 6,17 8,77 1,09 0,97 15,21 16,51
0,67 0,19 1,88 6,65 7,07 9,65 1,09 0,97 16,58 17,90
0,67 0,19 1,88 7,51 7,97 10,53 1,09 0,97 17,95 19,29
0,67 0,19 1,88 8,12 8,64 11,17 1,09 0,98 18,96 20,30
0,67 0,19 1,88 8,84 9,38 10,94 1,09 0,99 19,96 21,31

Front Rear Total
2138 8089 9826
2125 8050 9775
2134 8041 9775
2138 8021 9759
2118 7978 9696
2125 7969 9694
2113 7928 9641
2103 7885 9587
2099 7862 9561
2007 7804 9412

Front Rear Total
2862 1311 4174
2875 1350 4225
2866 1359 4225
2862 1379 4241
2882 1422 4304
2875 1431 4306
2887 1472 4359
2897 1515 4413
2901 1538 4439
2993 1596 4588

WB AE5)

3,25 1,70
3,50 1,85
3,80 2,03
4,20 2,27
4,50 2,45
4,80 2,63
5,35 2,96
5,90 3,29
6,30 3,53
6,70 2,90

AC CB6) CH7) BL8) BL TL HA9) HA10) TK 11) TW12)

0,27 0,21 1,88 4,07 4,33 6,29 1,09 0,98 11,37 12,59
0,27 0,21 1,88 4,47 4,74 6,69 1,09 0,98 11,99 13,22
0,27 0,21 1,88 4,92 5,22 7,17 1,09 0,98 12,73 13,98
0,27 0,21 1,88 5,53 5,86 7,81 1,09 0,98 13,72 14,99
0,27 0,21 1,88 6,00 6,35 8,29 1,09 0,98 14,46 15,75
0,27 0,21 1,88 6,46 6,83 8,77 1,09 0,98 15,21 16,51
0,27 0,21 1,88 7,31 7,73 9,65 1,09 0,98 16,58 17,90
0,27 0,21 1,88 8,15 8,62 10,53 1,09 0,98 17,95 19,29
0,27 0,21 1,88 8,76 9,27 11,17 1,09 0,98 18,96 20,30
0,27 0,21 1,88 9,46 10,01 10,94 1,09 1,00 19,96 21,31

Variable dimensions

Front Rear Total
2257 8110 9967
2246 8070 9915
2256 8059 9915
2262 8037 9899
2243 7994 9837
2251 7983 9834
2240 7941 9782
2231 7897 9728
2228 7873 9701
2137 7815 9552

Gross Carrying Capacity

Front Rear Total
2743 1290 4033
2754 1330 4085
2744 1341 4085
2738 1363 4101
2757 1406 4163
2749 1417 4166
2760 1459 4218
2769 1503 4272
2772 1527 4299
2863 1585 4448

Unladen weight4)

WB AE5)

3,25 1,70
3,50 1,85
3,80 2,03
4,20 2,27
4,50 2,45
4,80 2,63
5,35 2,96
5,90 3,29
6,30 3,53
6,70 2,90

Wheelbase - AE
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Depending on the vehicle configuration a specific option may not be possible. The availability and specification of this vehicle may differ per country. For further information please contact the DAF organisation. Pictures and technical illustrations are not
binding in detail and can differ from the standard specification. Subject to modification without prior notice.

8) Calculate customer specific body length with TOPEC. Body lengths shown based on evenly distributed load
at max axle load.

9) Unladen height at centre of driven axle(s).
10) Laden height at centre of driven axle(s).
11) TK = turning circle between kerbs.
12) TW = turning circle between walls.
13) Unladen height at centre of front axle(s).
14) Laden height at centre of front axle(s).
15) TB is overall width at rear. (At centre of front axle 255).

1) GVM in conformity with registration documents.
2) GCM in conformity with registration documents.
3) Axle load with standard tyre size.
4) Chassis and cab weight calculated with: Standard specification items only with 0 litres of fuel, 0 litres of

AdBlue® and driver of 75 kg, tolerance ± 3%. Changing of the specification can have major impact on
vehicle weight.

5) Other AE dimensions may be available for shown WB. Modify rear overhang to the calculated body length.

6) CB is based on standard air intake and/or exhaust.
7) Cab height is measured from frame member to closed cabin roof hatch.
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מפרט טכני 14 טון
XB FA )רישוי 12 טון(

4X2 שלדת משאית
משקל כולל טכני 14,000 ק"ג ברישוי 11,990 ק״ג

מנועים
הספק

מומנט מרביבסל"דהספק מרבינפח מנועדגם מנוענומינלי )כ"ס(
בסל"ד)ניוטון-מ'(

190PX-5 13913923007451200-1700 קו"ט / 189 כ"ס4.5 ליטר
210PX-5 15315323007951300-1600 קו"ט / 208 כ"ס4.5 ליטר
230PX-7 16716723008901000-1700 קו"ט / 227 כ"ס6.7 ליטר
260PX-7 18918923009901000-1700 קו"ט / 257 כ"ס6.7 ליטר
290PX-7 212212230010901100-1600 קו"ט / 287 כ"ס6.7 ליטר

התאמת מנועים - שמות דגמים

XB 190 FA 14

XB 210 FA 14

XB 230 FA 14

XB 260 FA 14

XB 290 FA 14

GSR/ADASמערכות בטיחות מתקדמות

Speed limit recognitionזיהוי תמרורים - מהירות מרבית מותרת
)DAF( זיהוי עייפות נהגDAF drowsiness detection

Drive Off assistסיוע בזיהוי משתמשי דרך פגיעים בקדמת הרכב בתחילת נסיעה
)DAF( סיוע בפנייהDAF Side/Turn assist

Rear view cameraמצלמה אחורית
AEBS (Integrated)מערכות בלימת חירום מתקדמות
Tyre Pressure Monitoring Systemמערכת ניטור לחץ אוויר בצמיגים

Cyber Securityבטיחות בסייבר
High beam assistאופציה: סיוע באור דרך

מתלים

מתלה קדמי - קפיץ עלים פרבולי
מתלה אחורי - קפיץ עלים פרבולי 

ניתן להזמין: מתלה אחורי - מתלה אוויר

כושר גרירה

אופציה: עד 16,000 ק"ג

)PTO( אפשרויות מפרשי כוח

Engine PTO - מפרש כוח מונע ישירות מהמנוע
)רק במנוע PX-7, רק בגיר ידני ורק בתא נהג בודד(

Gearbox PTO - מפרש כוח מונע מתיבת ההילוכים

סרנים

סרן קדמי: דגם 60N עומס מירבי 5,200 ק"ג
**. SR10 עומס מירבי 9,800 ק"ג סרן אחורי: דגם

צמיגים

חישוקי פלדה סגורים, 19.5 אינץ'
285/70R19.5 קדמיים ואחוריים

שלדה

צינור פליטה אופקי
אופציה: צינור פליטה אנכי

מערכות עזר לבלימה

Exhaust Brake - אגזוז ברקס

Kw 110 הספק בלימה :PX-5 מנוע

Kw 165 הספק בלימה :PX-7 מנוע


