
מפרט טכני 19 טון
XB FA )רישוי 15 טון(

4X2 שלדת משאית
משקל כולל טכני 19,000 ק"ג ברישוי 14,990 ק"ג

משקל שלדה ותא נהג כולל:
PX-7 מנוע

תיבת הילוכים 6S ידנית בעלת 6 הילוכים
מיכל דלק פלסטיק בקיבולת של 200 ליטר )ריק( 

מיכל אוריאה 30 ליטר )ריק(
בולמי זעזועים ומייצבים קדמיים ואחוריים

כולל נהג 75 ק"ג

מידות משתנות )מטר(משקל העמסה )ק"ג(משקל עצמי )ק"ג(משקל מותר טכני )ק"ג(

תא
נהג
בודד

 רוחק
סרנים

 סרן
קדמי

 סרן
 סרןכוללאחורי

קדמי
 סרן

 סרןכוללאחורי
קדמי

 סרן
ACCBCHBL RangeTL RangeTKTWכוללאחורי

3.45

7,50011,50014,990

3,2221,5804,8024,2789,92010,1880.230.211.883.82-5.085.64-6.906.477.04
3.753,2351,6134,8484,2659,88710,1420.230.211.884.12-5.565.94-7.386.887.45
4.153,2371,6414,8784,2639,85910,1120.230.211.884.52-6.206.34-8.027.438.01
4.453,2451,6704,9154,2559,83010,0750.230.211.884.82-6.686.64-8.507.848.42
4.753,2481,6904,9384,2529,81010,0520.230.211.885.12-7.166.94-8.988.258.84
5.003,2601,7174,9774,2409,78310,0130.230.211.885.37-7.567.19-9.388.599.19
5.303,2631,7364,9994,2379,7649,9910.230.211.885.67-8.047.49-9.869.009.60
5.853,2981,8145,1124,2029,6869,8780.230.211.886.22-8.928.04-10.749.7610.37
6.253,3041,8425,1464,1969,6589,8440.230.211.886.62-9.568.44-11.3810.3110.92
6.603,3271,8595,1864,1739,6419,8040.230.211.886.97-10.128.79-11.9410.7911.41
6.903,3451,9005,2454,1559,6009,7450.230.211.887.27-10.189.09-12.0011.2111.82

תא נהג 
מורחב 
או שינה

 רוחק
סרנים

 סרן
קדמי

 סרן
 סרןכוללאחורי

קדמי
 סרן

 סרןכוללאחורי
קדמי

 סרן
ACCBCHBL RangeTL RangeTKTWכוללאחורי

3.45

7,50011,50014,990

3,3631,5644,9274,1379,93610,0630.630.191.883.44-4.705.64-6.896.477.04
3.753,3751,5994,9744,1259,90110,0160.630.191.883.74-5.185.94-7.376.887.45
4.153,3751,6285,0034,1259,8729,9870.630.191.884.14-5.826.34-8.017.438.01
4.453,3831,6585,0414,1179,8429,9490.630.191.884.44-6.306.64-8.497.848.42
4.753,3841,6795,0634,1169,8219,9270.630.191.884.74-6.786.94-8.978.258.84
5.003,3961,7065,1024,1049,7949,8880.630.191.884.99-7.187.19-9.378.599.19
5.303,3991,7265,1254,1019,7749,8650.630.191.885.29-7.667.49-9.859.009.60
5.853,4321,8055,2374,0689,6959,7530.630.191.885.84-8.548.04-10.739.7610.37
6.253,4381,8335,2714,0629,6679,7190.630.191.886.24-9.188.44-11.3710.3110.92
6.603,4601,8515,3114,0409,6499,6790.630.191.886.59-9.748.79-11.9310.7911.41
6.903,4781,8925,3704,0229,6089,6200.630.191.886.89-9.809.09-11.9911.2111.82

 TK - רדיוס 
 סיבוב בין
מדרכות

 TW - רדיוס 
 סיבוב בין

קירות

*המידות והמשקלים עלולים להשתנות בהתאם למפרט המוגדר

ניתן להזמין:
- תיבת הילוכים 9S ידנית בעלת 9 הילוכים

- תיבת הילוכים אוטומטית פלנטרית מדגם ZF-Powerline בעלת 8 הילוכים
- תיבת הילוכים אוטומטית פלנטרית מדגם Allison בעלת 5 הילוכים

- מיכל דלק פלסטיק 170 ליטר
		 - מיכל דלק אלומיניום 340/430/620 ליטר 

- מיכל אוריאה 55 ליטר

הדור הבא של משאיות העתיד

מידות נוספות:
VA = 1.38
HV = 1.01
HA = 1.06
RB = 0.79
SB = 1.82
TB = 2.45

FA  4X2 Rigid, 19t             n-EC

XB  230
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OTHER DIMENSIONS VA: 1,39    HV13): 1,01    HV14): 0,92    RB: 0,79    SB: 1,82    TB15): 2,45    

AC CB6) CH7) BL8) BL TL HA9) HA10) TK 11) TW12)

0,62 0,19 1,88 3,26 3,26 6,32 1,05 0,84 12,96 14,09
0,62 0,19 1,88 3,69 3,69 6,76 1,05 0,84 13,77 14,92
0,62 0,19 1,88 4,24 4,24 7,36 1,05 0,84 14,86 16,03
0,62 0,19 1,88 4,67 4,67 7,81 1,04 0,84 15,69 16,86
0,62 0,19 1,88 5,08 5,08 8,26 1,04 0,84 16,51 17,69
0,62 0,19 1,88 5,43 5,43 8,64 1,04 0,84 17,19 18,39
0,62 0,19 1,88 5,85 5,85 9,09 1,04 0,84 18,02 19,22
0,62 0,19 1,88 6,63 6,63 9,91 1,04 0,84 19,53 20,75
0,62 0,19 1,88 7,19 7,19 10,51 1,04 0,84 20,63 21,86
0,62 0,19 1,88 7,70 7,70 10,84 1,04 0,84 21,60 22,83
0,62 0,19 1,88 8,12 8,12 11,29 1,04 0,84 22,43 23,66

Front Rear Total
4137 9936 14073
4125 9901 14027
4125 9872 13997
4117 9842 13959
4116 9821 13937
4104 9794 13897
4101 9774 13876
4068 9695 13762
4062 9667 13729
4040 9649 13689
4022 9608 13629

Front Rear Total
3363 1564 4927
3375 1599 4974
3375 1628 5003
3383 1658 5041
3384 1679 5063
3396 1706 5103
3399 1726 5124
3432 1805 5238
3438 1833 5271
3460 1851 5311
3478 1892 5371

WB AE5)

3,45 1,48
3,75 1,63
4,15 1,83
4,45 1,98
4,75 2,13
5,00 2,25
5,30 2,40
5,85 2,68
6,25 2,88
6,60 2,85
6,90 3,00

AC CB6) CH7) BL8) BL TL HA9) HA10) TK 11) TW12)

0,22 0,21 1,88 3,97 3,97 6,32 1,05 0,84 12,96 14,09
0,22 0,21 1,88 4,39 4,39 6,76 1,05 0,84 13,77 14,92
0,22 0,21 1,88 4,94 4,94 7,36 1,04 0,84 14,86 16,03
0,22 0,21 1,88 5,36 5,36 7,81 1,04 0,84 15,69 16,86
0,22 0,21 1,88 5,77 5,77 8,26 1,04 0,84 16,51 17,69
0,22 0,21 1,88 6,12 6,12 8,64 1,04 0,84 17,19 18,39
0,22 0,21 1,88 6,54 6,54 9,09 1,04 0,84 18,02 19,22
0,22 0,21 1,88 7,31 7,31 9,91 1,04 0,84 19,53 20,75
0,22 0,21 1,88 7,87 7,87 10,51 1,04 0,84 20,63 21,86
0,22 0,21 1,88 8,36 8,36 10,84 1,04 0,84 21,60 22,83
0,22 0,21 1,88 8,78 8,78 11,29 1,04 0,84 22,43 23,66

Variable dimensions

Front Rear Total
4278 9920 14198
4265 9887 14152
4263 9859 14122
4255 9830 14084
4252 9810 14062
4240 9783 14023
4237 9764 14001
4202 9686 13888
4196 9658 13854
4173 9641 13814
4155 9600 13755

Gross Carrying Capacity

Front Rear Total
3222 1580 4802
3235 1613 4848
3237 1641 4878
3245 1670 4916
3248 1690 4938
3260 1717 4977
3263 1736 4999
3298 1814 5113
3304 1842 5146
3327 1859 5186
3345 1900 5246

Unladen weight4)

WB AE5)

3,45 1,48
3,75 1,63
4,15 1,83
4,45 1,98
4,75 2,13
5,00 2,25
5,30 2,40
5,85 2,68
6,25 2,88
6,60 2,85
6,90 3,00

Wheelbase - AE

D
A

Y
 C

A
B

S
L
E

E
P

E
R

 C
A

B

Depending on the vehicle configuration a specific option may not be possible. The availability and specification of this vehicle may differ per country. For further information please contact the DAF organisation. Pictures and technical illustrations are not
binding in detail and can differ from the standard specification. Subject to modification without prior notice.

8) Calculate customer specific body length with TOPEC. Body lengths shown based on evenly distributed load
at max axle load.

9) Unladen height at centre of driven axle(s).
10) Laden height at centre of driven axle(s).
11) TK = turning circle between kerbs.
12) TW = turning circle between walls.
13) Unladen height at centre of front axle(s).
14) Laden height at centre of front axle(s).
15) TB is overall width at rear. (At centre of front axle 255).

1) GVM in conformity with registration documents.
2) GCM in conformity with registration documents.
3) Axle load with standard tyre size.
4) Chassis and cab weight calculated with: Standard specification items only with 0 litres of fuel, 0 litres of

AdBlue® and driver of 75 kg, tolerance ± 3%. Changing of the specification can have major impact on
vehicle weight.

5) Other AE dimensions may be available for shown WB. Modify rear overhang to the calculated body length.

6) CB is based on standard air intake and/or exhaust.
7) Cab height is measured from frame member to closed cabin roof hatch.
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OTHER DIMENSIONS VA: 1,39    HV13): 1,01    HV14): 0,92    RB: 0,79    SB: 1,82    TB15): 2,45    

AC CB6) CH7) BL8) BL TL HA9) HA10) TK 11) TW12)

0,62 0,19 1,88 3,26 3,26 6,32 1,05 0,84 12,96 14,09
0,62 0,19 1,88 3,69 3,69 6,76 1,05 0,84 13,77 14,92
0,62 0,19 1,88 4,24 4,24 7,36 1,05 0,84 14,86 16,03
0,62 0,19 1,88 4,67 4,67 7,81 1,04 0,84 15,69 16,86
0,62 0,19 1,88 5,08 5,08 8,26 1,04 0,84 16,51 17,69
0,62 0,19 1,88 5,43 5,43 8,64 1,04 0,84 17,19 18,39
0,62 0,19 1,88 5,85 5,85 9,09 1,04 0,84 18,02 19,22
0,62 0,19 1,88 6,63 6,63 9,91 1,04 0,84 19,53 20,75
0,62 0,19 1,88 7,19 7,19 10,51 1,04 0,84 20,63 21,86
0,62 0,19 1,88 7,70 7,70 10,84 1,04 0,84 21,60 22,83
0,62 0,19 1,88 8,12 8,12 11,29 1,04 0,84 22,43 23,66

Front Rear Total
4137 9936 14073
4125 9901 14027
4125 9872 13997
4117 9842 13959
4116 9821 13937
4104 9794 13897
4101 9774 13876
4068 9695 13762
4062 9667 13729
4040 9649 13689
4022 9608 13629

Front Rear Total
3363 1564 4927
3375 1599 4974
3375 1628 5003
3383 1658 5041
3384 1679 5063
3396 1706 5103
3399 1726 5124
3432 1805 5238
3438 1833 5271
3460 1851 5311
3478 1892 5371

WB AE5)

3,45 1,48
3,75 1,63
4,15 1,83
4,45 1,98
4,75 2,13
5,00 2,25
5,30 2,40
5,85 2,68
6,25 2,88
6,60 2,85
6,90 3,00

AC CB6) CH7) BL8) BL TL HA9) HA10) TK 11) TW12)

0,22 0,21 1,88 3,97 3,97 6,32 1,05 0,84 12,96 14,09
0,22 0,21 1,88 4,39 4,39 6,76 1,05 0,84 13,77 14,92
0,22 0,21 1,88 4,94 4,94 7,36 1,04 0,84 14,86 16,03
0,22 0,21 1,88 5,36 5,36 7,81 1,04 0,84 15,69 16,86
0,22 0,21 1,88 5,77 5,77 8,26 1,04 0,84 16,51 17,69
0,22 0,21 1,88 6,12 6,12 8,64 1,04 0,84 17,19 18,39
0,22 0,21 1,88 6,54 6,54 9,09 1,04 0,84 18,02 19,22
0,22 0,21 1,88 7,31 7,31 9,91 1,04 0,84 19,53 20,75
0,22 0,21 1,88 7,87 7,87 10,51 1,04 0,84 20,63 21,86
0,22 0,21 1,88 8,36 8,36 10,84 1,04 0,84 21,60 22,83
0,22 0,21 1,88 8,78 8,78 11,29 1,04 0,84 22,43 23,66

Variable dimensions

Front Rear Total
4278 9920 14198
4265 9887 14152
4263 9859 14122
4255 9830 14084
4252 9810 14062
4240 9783 14023
4237 9764 14001
4202 9686 13888
4196 9658 13854
4173 9641 13814
4155 9600 13755

Gross Carrying Capacity

Front Rear Total
3222 1580 4802
3235 1613 4848
3237 1641 4878
3245 1670 4916
3248 1690 4938
3260 1717 4977
3263 1736 4999
3298 1814 5113
3304 1842 5146
3327 1859 5186
3345 1900 5246

Unladen weight4)

WB AE5)

3,45 1,48
3,75 1,63
4,15 1,83
4,45 1,98
4,75 2,13
5,00 2,25
5,30 2,40
5,85 2,68
6,25 2,88
6,60 2,85
6,90 3,00
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Depending on the vehicle configuration a specific option may not be possible. The availability and specification of this vehicle may differ per country. For further information please contact the DAF organisation. Pictures and technical illustrations are not
binding in detail and can differ from the standard specification. Subject to modification without prior notice.

8) Calculate customer specific body length with TOPEC. Body lengths shown based on evenly distributed load
at max axle load.

9) Unladen height at centre of driven axle(s).
10) Laden height at centre of driven axle(s).
11) TK = turning circle between kerbs.
12) TW = turning circle between walls.
13) Unladen height at centre of front axle(s).
14) Laden height at centre of front axle(s).
15) TB is overall width at rear. (At centre of front axle 255).

1) GVM in conformity with registration documents.
2) GCM in conformity with registration documents.
3) Axle load with standard tyre size.
4) Chassis and cab weight calculated with: Standard specification items only with 0 litres of fuel, 0 litres of

AdBlue® and driver of 75 kg, tolerance ± 3%. Changing of the specification can have major impact on
vehicle weight.

5) Other AE dimensions may be available for shown WB. Modify rear overhang to the calculated body length.

6) CB is based on standard air intake and/or exhaust.
7) Cab height is measured from frame member to closed cabin roof hatch.
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OTHER DIMENSIONS VA: 1,39    HV13): 1,01    HV14): 0,92    RB: 0,79    SB: 1,82    TB15): 2,45    

AC CB6) CH7) BL8) BL TL HA9) HA10) TK 11) TW12)

0,62 0,19 1,88 3,26 3,26 6,32 1,05 0,84 12,96 14,09
0,62 0,19 1,88 3,69 3,69 6,76 1,05 0,84 13,77 14,92
0,62 0,19 1,88 4,24 4,24 7,36 1,05 0,84 14,86 16,03
0,62 0,19 1,88 4,67 4,67 7,81 1,04 0,84 15,69 16,86
0,62 0,19 1,88 5,08 5,08 8,26 1,04 0,84 16,51 17,69
0,62 0,19 1,88 5,43 5,43 8,64 1,04 0,84 17,19 18,39
0,62 0,19 1,88 5,85 5,85 9,09 1,04 0,84 18,02 19,22
0,62 0,19 1,88 6,63 6,63 9,91 1,04 0,84 19,53 20,75
0,62 0,19 1,88 7,19 7,19 10,51 1,04 0,84 20,63 21,86
0,62 0,19 1,88 7,70 7,70 10,84 1,04 0,84 21,60 22,83
0,62 0,19 1,88 8,12 8,12 11,29 1,04 0,84 22,43 23,66

Front Rear Total
4137 9936 14073
4125 9901 14027
4125 9872 13997
4117 9842 13959
4116 9821 13937
4104 9794 13897
4101 9774 13876
4068 9695 13762
4062 9667 13729
4040 9649 13689
4022 9608 13629

Front Rear Total
3363 1564 4927
3375 1599 4974
3375 1628 5003
3383 1658 5041
3384 1679 5063
3396 1706 5103
3399 1726 5124
3432 1805 5238
3438 1833 5271
3460 1851 5311
3478 1892 5371

WB AE5)

3,45 1,48
3,75 1,63
4,15 1,83
4,45 1,98
4,75 2,13
5,00 2,25
5,30 2,40
5,85 2,68
6,25 2,88
6,60 2,85
6,90 3,00

AC CB6) CH7) BL8) BL TL HA9) HA10) TK 11) TW12)

0,22 0,21 1,88 3,97 3,97 6,32 1,05 0,84 12,96 14,09
0,22 0,21 1,88 4,39 4,39 6,76 1,05 0,84 13,77 14,92
0,22 0,21 1,88 4,94 4,94 7,36 1,04 0,84 14,86 16,03
0,22 0,21 1,88 5,36 5,36 7,81 1,04 0,84 15,69 16,86
0,22 0,21 1,88 5,77 5,77 8,26 1,04 0,84 16,51 17,69
0,22 0,21 1,88 6,12 6,12 8,64 1,04 0,84 17,19 18,39
0,22 0,21 1,88 6,54 6,54 9,09 1,04 0,84 18,02 19,22
0,22 0,21 1,88 7,31 7,31 9,91 1,04 0,84 19,53 20,75
0,22 0,21 1,88 7,87 7,87 10,51 1,04 0,84 20,63 21,86
0,22 0,21 1,88 8,36 8,36 10,84 1,04 0,84 21,60 22,83
0,22 0,21 1,88 8,78 8,78 11,29 1,04 0,84 22,43 23,66

Variable dimensions

Front Rear Total
4278 9920 14198
4265 9887 14152
4263 9859 14122
4255 9830 14084
4252 9810 14062
4240 9783 14023
4237 9764 14001
4202 9686 13888
4196 9658 13854
4173 9641 13814
4155 9600 13755

Gross Carrying Capacity

Front Rear Total
3222 1580 4802
3235 1613 4848
3237 1641 4878
3245 1670 4916
3248 1690 4938
3260 1717 4977
3263 1736 4999
3298 1814 5113
3304 1842 5146
3327 1859 5186
3345 1900 5246

Unladen weight4)

WB AE5)

3,45 1,48
3,75 1,63
4,15 1,83
4,45 1,98
4,75 2,13
5,00 2,25
5,30 2,40
5,85 2,68
6,25 2,88
6,60 2,85
6,90 3,00

Wheelbase - AE
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Depending on the vehicle configuration a specific option may not be possible. The availability and specification of this vehicle may differ per country. For further information please contact the DAF organisation. Pictures and technical illustrations are not
binding in detail and can differ from the standard specification. Subject to modification without prior notice.

8) Calculate customer specific body length with TOPEC. Body lengths shown based on evenly distributed load
at max axle load.

9) Unladen height at centre of driven axle(s).
10) Laden height at centre of driven axle(s).
11) TK = turning circle between kerbs.
12) TW = turning circle between walls.
13) Unladen height at centre of front axle(s).
14) Laden height at centre of front axle(s).
15) TB is overall width at rear. (At centre of front axle 255).

1) GVM in conformity with registration documents.
2) GCM in conformity with registration documents.
3) Axle load with standard tyre size.
4) Chassis and cab weight calculated with: Standard specification items only with 0 litres of fuel, 0 litres of

AdBlue® and driver of 75 kg, tolerance ± 3%. Changing of the specification can have major impact on
vehicle weight.

5) Other AE dimensions may be available for shown WB. Modify rear overhang to the calculated body length.

6) CB is based on standard air intake and/or exhaust.
7) Cab height is measured from frame member to closed cabin roof hatch.
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מפרט טכני 19 טון
XB FA )רישוי 15 טון(

ניתן להזמין:
- תיבת הילוכים 9S ידנית בעלת 9 הילוכים

- תיבת הילוכים אוטומטית פלנטרית מדגם ZF-Powerline בעלת 8 הילוכים
- תיבת הילוכים אוטומטית פלנטרית מדגם Allison בעלת 5 הילוכים

- מיכל דלק פלסטיק 170 ליטר
		 - מיכל דלק אלומיניום 340/430/620 ליטר 

- מיכל אוריאה 55 ליטר

מנועים
הספק

מומנט מרביבסל"דהספק מרבינפח מנועדגם מנוענומינלי )כ"ס(
בסל"ד)ניוטון-מ'(

230PX-7 16716723008901000-1700 קו"ט / 227 כ"ס6.7 ליטר
260PX-7 18918923009901000-1700 קו"ט / 257 כ"ס6.7 ליטר
290PX-7 212212230010901100-1600 קו"ט / 287 כ"ס6.7 ליטר

התאמת מנועים - שמות דגמים

XB 230 FA 19

XB 260 FA 19

XB 290 FA 19

GSR/ADASמערכות בטיחות מתקדמות

Speed limit recognitionזיהוי תמרורים - מהירות מרבית מותרת
)DAF( זיהוי עייפות נהגDAF drowsiness detection

Drive Off assistסיוע בזיהוי משתמשי דרך פגיעים בקדמת הרכב בתחילת נסיעה
)DAF( סיוע בפנייהDAF Side/Turn assist

Rear view cameraמצלמה אחורית
AEBS (Integrated)מערכות בלימת חירום מתקדמות
Tyre Pressure Monitoring Systemמערכת ניטור לחץ אוויר בצמיגים

Cyber Securityבטיחות בסייבר
High beam assistאופציה: סיוע באור דרך

מתלים

מתלה קדמי - קפיץ עלים פרבולי
מתלה אחורי - קפיץ עלים פרבולי 

ניתן להזמין: מתלה אחורי - מתלה אוויר

כושר גרירה

אופציה: משקל כולל מחובר עד 28,000 ק"ג

מערכות עזר לבלימה

Exhaust Brake - אגזוז ברקס
Kw 165 הספק בלימה

)PTO( אפשרויות מפרשי כוח

Engine PTO - מפרש כוח מונע ישירות מהמנוע
)רק בגיר ידני ורק בתא נהג בודד(

Gearbox PTO - מפרש כוח מונע מתיבת ההילוכים

סרנים

סרן קדמי: דגם 152N עומס מירבי 7,500 ק"ג
סרן אחורי: דגם SR1132 עומס מירבי 11,500 ק"ג

שלדה

צינור פליטה אופקי
אופציה: צינור פליטה אנכי

צמיגים

חישוקי פלדה סגורים, 22.5 אינץ'
315/80R22.5 קדמיים ואחוריים

ניתן להזמין:
295/80R22.5 קדמיים ואחוריים
315/70R22.5 קדמיים ואחוריים


