
מידות משתנות )מטר(משקל העמסה )ק"ג(משקל עצמי )ק"ג(משקל מותר טכני )ק"ג(

DAY
CAB

ACCBCHBL RangeTL RangeTKTWכוללסרן אחוריסרן קדמיכוללסרן אחוריסרן קדמיכוללסרן אחוריסרן קדמירוחק סרנים
3.15

4,4808,48012,000

2,4018793,2802,0797,6018,7200.330.211.843.72-4.415.54-6.235.396.05
3.552,4039093,3122,0777,5718,6880.330.211.844.32-5.116.14-6.935.886.55
3.902,4029323,3342,0787,5488,6660.330.211.844.85-5.706.67-7.526.306.98
4.302,4079593,3662,0737,5218,6340.330.211.845.46-6.347.28-8.166.797.48
4.652,4069843,3902,0747,4968,6100.330.211.845.98-6.907.80-8.727.227.92
5.002,4191,0023,4212,0617,4788,5790.330.211.846.52-7.468.34-9.287.658.35
5.402,4439913,4342,0377,4898,5660.330.211.847.15-8.108.97-9.928.148.85
5.702,4561,0013,4572,0247,4798,5430.330.211.847.62-8.589.44-10.408.519.22
6.102,4611,0233,4842,0197,4578,5160.330.211.848.23-9.2210.05-11.049.019.72
6.402,4681,0423,5102,0127,4388,4900.330.211.848.69-9.7010.51-11.529.3810.10
6.702,4731,0643,5372,0077,4168,4630.330.211.849.14-10.1810.96-12.009.7510.47

SLEEPER
CAB

ACCBCHBL RangeTL RangeTKTWכוללסרן אחוריסרן קדמיכוללסרן אחוריסרן קדמיכוללסרן אחוריסרן קדמירוחק סרנים
3.55

4,4808,48012,000

2,5458933,4381,9357,5878,5620.730.191.943.66-4.455.86-6.545.886.55
3.902,5429173,4591,9387,5638,5410.730.191.944.19-5.076.39-7.166.306.98
4.302,5469463,4921,9347,5348,5080.730.191.944.81-5.787.01-7.876.797.48
4.652,5439723,5151,9377,5088,4850.730.191.945.34-6.397.54-8.487.227.92
5.002,5569913,5471,9247,4898,4530.730.191.945.88-7.028.08-9.117.658.35
5.402,5799813,5601,9017,4998,4400.730.191.946.53-7.728.73-9.818.148.85
5.702,5919913,5821,8897,4898,4180.730.191.947.00-8.209.20-10.298.519.22
6.102,5961,0143,6101,8847,4668,3900.730.191.947.62-8.849.82-10.939.019.72
6.402,6021,0343,6361,8787,4468,3640.730.191.948.09-9.3210.29-11.419.3810.10
6.702,6071,0563,6631,8737,4248,3370.730.191.948.55-9.8010.75-11.899.7510.47

 TK - רדיוס סיבוב 
בין מדרכות
 TW - רדיוס 

סיבוב בין קירות

*המידות והמשקלים עלולים להשתנות בהתאם למפרט המוגדר        **מרחקי סרנים באישור ההנדסה בלבד - 3.05, 5.90

משקל שלדה ותא נהג כולל:
PX-5 מנוע

תיבת הילוכים 6S ידנית בעלת 6 הילוכים
מיכל דלק פלסטיק בקיבולת של 110 ליטר )ריק( 

מיכל אוריאה 30 ליטר )ריק(
בולמי זעזועים ומייצבים קדמיים ואחוריים

כולל נהג 75 ק"ג

מידות נוספות:
VA = 1.28
HV = 0.8

HA = 0.85
RB = 0.86
SB = 1.74
TB = 2.32

ניתן להזמין:
- תיבת הילוכים אוטומטית פלנטרית מדגם ZF-Powerline בעלת 8 הילוכים

- תיבת הילוכים אוטומטית פלנטרית מדגם Allison בעלת 5 הילוכים
- מיכל דלק פלסטיק 155/185 ליטר

- מיכל אוריאה 55 ליטר

מפרט טכני 12 טון
XB FA

4X2 שלדת משאית
משקל כולל 12,000 ק״ג

הדור הבא של משאיות העתיד

FA  4X2 Rigid, 10t             n-EC

XB  190
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OTHER DIMENSIONS VA: 1,29    HV13): 0,92    HV14): 0,88    RB: 0,86    SB: 1,74    TB15): 2,32    

AC CB6) CH7) BL8) BL TL HA9) HA10) TK 11) TW12)

0,72 0,19 1,87 3,73 5,05 6,82 0,98 0,95 11,79 13,15
0,72 0,19 1,87 4,27 5,73 7,42 0,98 0,95 12,64 14,02
0,72 0,19 1,87 4,90 6,50 8,02 0,98 0,96 13,62 15,01
0,72 0,19 1,87 5,43 7,18 8,69 0,98 0,96 14,48 15,88
0,72 0,19 1,87 5,99 7,87 9,12 0,98 0,96 15,34 16,76
0,72 0,19 1,87 6,64 8,69 9,12 0,98 0,99 16,32 17,75
0,72 0,19 1,87 7,12 9,30 9,40 0,98 0,99 17,06 18,50
0,72 0,19 1,87 7,74 10,08 10,04 0,98 0,99 18,05 19,50
0,72 0,19 1,87 8,22 10,68 10,49 0,97 0,99 18,79 20,25
0,72 0,19 1,87 8,70 11,27 10,99 0,97 0,99 19,54 21,00

Front Rear Total
1404 6195 6400
1406 6172 6378
1402 6145 6347
1404 6119 6323
1391 6100 6292
1368 6110 6278
1356 6100 6256
1351 6077 6229
1345 6057 6203
1340 6035 6175

Front Rear Total
2596 1005 3600
2594 1028 3622
2598 1055 3654
2596 1081 3677
2609 1100 3709
2632 1090 3722
2644 1100 3745
2649 1123 3772
2655 1143 3798
2660 1165 3825

WB AE5)

3,55 1,98
3,90 2,23
4,30 2,43
4,65 2,75
5,00 2,83
5,40 2,43
5,70 2,41
6,10 2,65
6,40 2,80
6,70 3,00

AC CB6) CH7) BL8) BL TL HA9) HA10) TK 11) TW12)

0,32 0,21 1,84 3,76 4,91 6,17 0,98 0,96 10,82 12,15
0,32 0,21 1,84 4,37 5,67 6,82 0,98 0,96 11,79 13,15
0,32 0,21 1,84 4,90 6,33 7,42 0,98 0,96 12,64 14,02
0,32 0,21 1,84 5,50 7,09 8,02 0,98 0,97 13,62 15,01
0,32 0,21 1,84 6,03 7,75 8,69 0,98 0,96 14,48 15,88
0,32 0,21 1,84 6,58 8,42 9,12 0,98 0,97 15,34 16,76
0,32 0,21 1,84 7,22 9,23 9,12 0,98 0,99 16,32 17,75
0,32 0,21 1,84 7,68 9,82 9,40 0,98 1,00 17,06 18,50
0,32 0,21 1,84 8,30 10,59 10,04 0,97 1,00 18,05 19,50
0,32 0,21 1,84 8,77 11,16 10,49 0,97 1,00 18,79 20,25
0,32 0,21 1,84 9,22 11,75 10,99 0,97 0,99 19,54 21,00

Variable dimensions

Front Rear Total
1548 6209 6557
1546 6179 6525
1547 6157 6504
1541 6132 6472
1542 6106 6448
1528 6089 6417
1504 6100 6404
1491 6090 6381
1486 6068 6354
1479 6049 6328
1474 6027 6301

Gross Carrying Capacity

Front Rear Total
2452 991 3443
2454 1021 3475
2453 1043 3496
2459 1068 3528
2458 1094 3552
2472 1111 3583
2496 1100 3596
2509 1110 3619
2514 1132 3646
2521 1151 3672
2526 1173 3699

Unladen weight4)

WB AE5)

3,15 1,73
3,55 1,98
3,90 2,23
4,30 2,43
4,65 2,75
5,00 2,83
5,40 2,43
5,70 2,41
6,10 2,65
6,40 2,80
6,70 3,00

Wheelbase - AE
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Depending on the vehicle configuration a specific option may not be possible. The availability and specification of this vehicle may differ per country. For further information please contact the DAF organisation. Pictures and technical illustrations are not
binding in detail and can differ from the standard specification. Subject to modification without prior notice.

8) Calculate customer specific body length with TOPEC. Body lengths shown based on evenly distributed load
at max axle load.

9) Unladen height at centre of driven axle(s).
10) Laden height at centre of driven axle(s).
11) TK = turning circle between kerbs.
12) TW = turning circle between walls.
13) Unladen height at centre of front axle(s).
14) Laden height at centre of front axle(s).
15) TB is overall width at rear. (At centre of front axle 255).

1) GVM in conformity with registration documents.
2) GCM in conformity with registration documents.
3) Axle load with standard tyre size.
4) Chassis and cab weight calculated with: Standard specification items only with 0 litres of fuel, 0 litres of

AdBlue® and driver of 75 kg, tolerance ± 3%. Changing of the specification can have major impact on
vehicle weight.

5) Other AE dimensions may be available for shown WB. Modify rear overhang to the calculated body length.

6) CB is based on standard air intake and/or exhaust.
7) Cab height is measured from frame member to closed cabin roof hatch.
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XB  190

6
2

9
F
3

8
0

2
B

C
A

A
 -

 2
0

2
5

0
1

H
 -

 1
8

-0
9

-2
0

2
4

OTHER DIMENSIONS VA: 1,29    HV13): 0,92    HV14): 0,88    RB: 0,86    SB: 1,74    TB15): 2,32    

AC CB6) CH7) BL8) BL TL HA9) HA10) TK 11) TW12)

0,72 0,19 1,87 3,73 5,05 6,82 0,98 0,95 11,79 13,15
0,72 0,19 1,87 4,27 5,73 7,42 0,98 0,95 12,64 14,02
0,72 0,19 1,87 4,90 6,50 8,02 0,98 0,96 13,62 15,01
0,72 0,19 1,87 5,43 7,18 8,69 0,98 0,96 14,48 15,88
0,72 0,19 1,87 5,99 7,87 9,12 0,98 0,96 15,34 16,76
0,72 0,19 1,87 6,64 8,69 9,12 0,98 0,99 16,32 17,75
0,72 0,19 1,87 7,12 9,30 9,40 0,98 0,99 17,06 18,50
0,72 0,19 1,87 7,74 10,08 10,04 0,98 0,99 18,05 19,50
0,72 0,19 1,87 8,22 10,68 10,49 0,97 0,99 18,79 20,25
0,72 0,19 1,87 8,70 11,27 10,99 0,97 0,99 19,54 21,00

Front Rear Total
1404 6195 6400
1406 6172 6378
1402 6145 6347
1404 6119 6323
1391 6100 6292
1368 6110 6278
1356 6100 6256
1351 6077 6229
1345 6057 6203
1340 6035 6175

Front Rear Total
2596 1005 3600
2594 1028 3622
2598 1055 3654
2596 1081 3677
2609 1100 3709
2632 1090 3722
2644 1100 3745
2649 1123 3772
2655 1143 3798
2660 1165 3825

WB AE5)

3,55 1,98
3,90 2,23
4,30 2,43
4,65 2,75
5,00 2,83
5,40 2,43
5,70 2,41
6,10 2,65
6,40 2,80
6,70 3,00

AC CB6) CH7) BL8) BL TL HA9) HA10) TK 11) TW12)

0,32 0,21 1,84 3,76 4,91 6,17 0,98 0,96 10,82 12,15
0,32 0,21 1,84 4,37 5,67 6,82 0,98 0,96 11,79 13,15
0,32 0,21 1,84 4,90 6,33 7,42 0,98 0,96 12,64 14,02
0,32 0,21 1,84 5,50 7,09 8,02 0,98 0,97 13,62 15,01
0,32 0,21 1,84 6,03 7,75 8,69 0,98 0,96 14,48 15,88
0,32 0,21 1,84 6,58 8,42 9,12 0,98 0,97 15,34 16,76
0,32 0,21 1,84 7,22 9,23 9,12 0,98 0,99 16,32 17,75
0,32 0,21 1,84 7,68 9,82 9,40 0,98 1,00 17,06 18,50
0,32 0,21 1,84 8,30 10,59 10,04 0,97 1,00 18,05 19,50
0,32 0,21 1,84 8,77 11,16 10,49 0,97 1,00 18,79 20,25
0,32 0,21 1,84 9,22 11,75 10,99 0,97 0,99 19,54 21,00

Variable dimensions

Front Rear Total
1548 6209 6557
1546 6179 6525
1547 6157 6504
1541 6132 6472
1542 6106 6448
1528 6089 6417
1504 6100 6404
1491 6090 6381
1486 6068 6354
1479 6049 6328
1474 6027 6301

Gross Carrying Capacity

Front Rear Total
2452 991 3443
2454 1021 3475
2453 1043 3496
2459 1068 3528
2458 1094 3552
2472 1111 3583
2496 1100 3596
2509 1110 3619
2514 1132 3646
2521 1151 3672
2526 1173 3699

Unladen weight4)

WB AE5)

3,15 1,73
3,55 1,98
3,90 2,23
4,30 2,43
4,65 2,75
5,00 2,83
5,40 2,43
5,70 2,41
6,10 2,65
6,40 2,80
6,70 3,00
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Depending on the vehicle configuration a specific option may not be possible. The availability and specification of this vehicle may differ per country. For further information please contact the DAF organisation. Pictures and technical illustrations are not
binding in detail and can differ from the standard specification. Subject to modification without prior notice.

8) Calculate customer specific body length with TOPEC. Body lengths shown based on evenly distributed load
at max axle load.

9) Unladen height at centre of driven axle(s).
10) Laden height at centre of driven axle(s).
11) TK = turning circle between kerbs.
12) TW = turning circle between walls.
13) Unladen height at centre of front axle(s).
14) Laden height at centre of front axle(s).
15) TB is overall width at rear. (At centre of front axle 255).

1) GVM in conformity with registration documents.
2) GCM in conformity with registration documents.
3) Axle load with standard tyre size.
4) Chassis and cab weight calculated with: Standard specification items only with 0 litres of fuel, 0 litres of

AdBlue® and driver of 75 kg, tolerance ± 3%. Changing of the specification can have major impact on
vehicle weight.

5) Other AE dimensions may be available for shown WB. Modify rear overhang to the calculated body length.

6) CB is based on standard air intake and/or exhaust.
7) Cab height is measured from frame member to closed cabin roof hatch.
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OTHER DIMENSIONS VA: 1,29    HV13): 0,92    HV14): 0,88    RB: 0,86    SB: 1,74    TB15): 2,32    

AC CB6) CH7) BL8) BL TL HA9) HA10) TK 11) TW12)

0,72 0,19 1,87 3,73 5,05 6,82 0,98 0,95 11,79 13,15
0,72 0,19 1,87 4,27 5,73 7,42 0,98 0,95 12,64 14,02
0,72 0,19 1,87 4,90 6,50 8,02 0,98 0,96 13,62 15,01
0,72 0,19 1,87 5,43 7,18 8,69 0,98 0,96 14,48 15,88
0,72 0,19 1,87 5,99 7,87 9,12 0,98 0,96 15,34 16,76
0,72 0,19 1,87 6,64 8,69 9,12 0,98 0,99 16,32 17,75
0,72 0,19 1,87 7,12 9,30 9,40 0,98 0,99 17,06 18,50
0,72 0,19 1,87 7,74 10,08 10,04 0,98 0,99 18,05 19,50
0,72 0,19 1,87 8,22 10,68 10,49 0,97 0,99 18,79 20,25
0,72 0,19 1,87 8,70 11,27 10,99 0,97 0,99 19,54 21,00

Front Rear Total
1404 6195 6400
1406 6172 6378
1402 6145 6347
1404 6119 6323
1391 6100 6292
1368 6110 6278
1356 6100 6256
1351 6077 6229
1345 6057 6203
1340 6035 6175

Front Rear Total
2596 1005 3600
2594 1028 3622
2598 1055 3654
2596 1081 3677
2609 1100 3709
2632 1090 3722
2644 1100 3745
2649 1123 3772
2655 1143 3798
2660 1165 3825

WB AE5)

3,55 1,98
3,90 2,23
4,30 2,43
4,65 2,75
5,00 2,83
5,40 2,43
5,70 2,41
6,10 2,65
6,40 2,80
6,70 3,00

AC CB6) CH7) BL8) BL TL HA9) HA10) TK 11) TW12)

0,32 0,21 1,84 3,76 4,91 6,17 0,98 0,96 10,82 12,15
0,32 0,21 1,84 4,37 5,67 6,82 0,98 0,96 11,79 13,15
0,32 0,21 1,84 4,90 6,33 7,42 0,98 0,96 12,64 14,02
0,32 0,21 1,84 5,50 7,09 8,02 0,98 0,97 13,62 15,01
0,32 0,21 1,84 6,03 7,75 8,69 0,98 0,96 14,48 15,88
0,32 0,21 1,84 6,58 8,42 9,12 0,98 0,97 15,34 16,76
0,32 0,21 1,84 7,22 9,23 9,12 0,98 0,99 16,32 17,75
0,32 0,21 1,84 7,68 9,82 9,40 0,98 1,00 17,06 18,50
0,32 0,21 1,84 8,30 10,59 10,04 0,97 1,00 18,05 19,50
0,32 0,21 1,84 8,77 11,16 10,49 0,97 1,00 18,79 20,25
0,32 0,21 1,84 9,22 11,75 10,99 0,97 0,99 19,54 21,00

Variable dimensions

Front Rear Total
1548 6209 6557
1546 6179 6525
1547 6157 6504
1541 6132 6472
1542 6106 6448
1528 6089 6417
1504 6100 6404
1491 6090 6381
1486 6068 6354
1479 6049 6328
1474 6027 6301

Gross Carrying Capacity

Front Rear Total
2452 991 3443
2454 1021 3475
2453 1043 3496
2459 1068 3528
2458 1094 3552
2472 1111 3583
2496 1100 3596
2509 1110 3619
2514 1132 3646
2521 1151 3672
2526 1173 3699

Unladen weight4)

WB AE5)

3,15 1,73
3,55 1,98
3,90 2,23
4,30 2,43
4,65 2,75
5,00 2,83
5,40 2,43
5,70 2,41
6,10 2,65
6,40 2,80
6,70 3,00
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Depending on the vehicle configuration a specific option may not be possible. The availability and specification of this vehicle may differ per country. For further information please contact the DAF organisation. Pictures and technical illustrations are not
binding in detail and can differ from the standard specification. Subject to modification without prior notice.

8) Calculate customer specific body length with TOPEC. Body lengths shown based on evenly distributed load
at max axle load.

9) Unladen height at centre of driven axle(s).
10) Laden height at centre of driven axle(s).
11) TK = turning circle between kerbs.
12) TW = turning circle between walls.
13) Unladen height at centre of front axle(s).
14) Laden height at centre of front axle(s).
15) TB is overall width at rear. (At centre of front axle 255).

1) GVM in conformity with registration documents.
2) GCM in conformity with registration documents.
3) Axle load with standard tyre size.
4) Chassis and cab weight calculated with: Standard specification items only with 0 litres of fuel, 0 litres of

AdBlue® and driver of 75 kg, tolerance ± 3%. Changing of the specification can have major impact on
vehicle weight.

5) Other AE dimensions may be available for shown WB. Modify rear overhang to the calculated body length.

6) CB is based on standard air intake and/or exhaust.
7) Cab height is measured from frame member to closed cabin roof hatch.
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מנועים

הספק
מומנט מרביבסל"דהספק מרבידגם מנוענומינלי )כ"ס(

בסל"ד)ניוטון-מ'(

190PX-5 13913923007451200-1700 קו"ט / 189 כ"ס

210PX-5 15315323007951300-1600 קו"ט / 208 כ"ס

230PX-7 16716723008901000-1700 קו"ט / 227 כ"ס

260PX-7 18918923009901000-1700 קו"ט / 257 כ"ס

התאמת מנועים - שמות דגמים

XB 190 FA 12

XB 210 FA 12

XB 230 FA 12

XB 260 FA 12

GSR/ADASמערכות בטיחות מתקדמות

Speed limit recognitionזיהוי תמרורים - מהירות מרבית מותרת

)DAF( זיהוי עייפות נהגDAF drowsiness detection

Drive Off assistסיוע בזיהוי משתמשי דרך פגיעים בקדמת הרכב בתחילת נסיעה

)DAF( סיוע בפנייהDAF Side/Turn assist

Rear view cameraמצלמה אחורית

AEBS (Integrated)מערכות בלימת חירום מתקדמות

Tyre Pressure Monitoring Systemמערכת ניטור לחץ אוויר בצמיגים

Cyber Securityבטיחות בסייבר

High beam assistאופציה: סיוע באור דרך

מתלים

מתלה קדמי - קפיץ עלים פרבולי

מתלה אחורי - קפיץ עלים פרבולי 

ניתן להזמין: מתלה אחורי - מתלה אוויר או קפיץ עלים פרבולי אסימטרי

שלדה

צינור פליטה אופקי

אופציה: צינור פליטה אנכי

כושר גרירה

אופציה: עד 10,000 ק"ג

)PTO( אפשרויות מפרשי כוח

Engine PTO - מפרש כוח מונע ישירות מהמנוע
)רק במנוע PX-7, רק בגיר ידני ורק בתא נהג בודד(

Gearbox PTO - מפרש כוח מונע מתיבת ההילוכים

סרנים

סרן קדמי: דגם 45N עומס מירבי 4,480 ק"ג

**. SR8 עומס מירבי 8,480 ק"ג סרן אחורי: דגם

צמיגים

חישוקי פלדה סגורים, 17.5 אינץ'
245/70R17.5 קדמיים ואחוריים

ניתן להזמין: 10R17.5 קדמיים ואחוריים
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מערכות עזר לבלימה

Exhaust Brake - אגזוז ברקס

Kw 110 הספק בלימה :PX-5 מנוע

Kw 165 הספק בלימה :PX-7 מנוע


