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 FAQ מפרט טכני
8X2 שלדת משאית

משקל כולל 32,000 ק"ג

משקל שלדה ותא נהג כולל:
MX-11 מנוע

תיבת הילוכים רובוטית מסוג TraXon בעלת 12 הילוכים 
סרנים אחוריים SR1344 ומתלה אחורי כריות אוויר  

בולמי זעזועים ומייצבים קדמיים ואחוריים
מיכל דלק אלומיניום בקיבולת של 340 ליטר )ריק(

מיכל אוריאה 45 ליטר )ריק(
כולל נהג 75 ק"ג

ניתן להזמין:
- מיכל דלק אלומיניום 430/620 ליטר

מידות נוספות:
VA = 1.53
WV = 1.41
WN = 1.40

     HV = 1.07
HA = 1.05
RB = 0.79
SB = 1.82
TB = 2.48

*המידות והמשקלים עלולים להשתנות בהתאם למפרט המוגדר

FAQ 8X2 Rigid

XD  370
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OTHER DIMENSIONS VA: 1,53    WV: 1,41    WN: 1,40    HV12): 1,02    HV13): 0,93    RB: 0,79    SB: 1,82    TB14): 2,48    

AC CB6) CH BL7) BL TL HA8) HA9) TK 10) TW11)

0,83 0,07 2,49 6,34 6,71 8,83 1,02 0,99 17,38 18,67
0,83 0,07 2,49 6,96 7,36 9,18 1,02 1,00 18,39 19,70
0,83 0,07 2,49 7,89 8,33 11,68 1,02 0,99 19,99 21,31

Front Rear Total
3310 21655 24964
3266 21645 24911
3340 21298 24638

Front Rear Total
4690 4045 8736
4734 4055 8789
4660 4402 9062

WB AE5)

4,70 1,20
5,05 1,20
5,60 3,15

AC CB6) CH BL7) BL TL HA8) HA9) TK 10) TW11)

0,83 0,07 2,01 6,33 6,70 8,83 1,02 0,99 17,38 18,67
0,83 0,07 2,01 6,96 7,35 9,18 1,02 1,00 18,39 19,70
0,83 0,07 2,01 7,87 8,31 11,68 1,02 0,99 19,99 21,31

Front Rear Total
3340 21654 24995
3297 21644 24941
3371 21298 24669

Front Rear Total
4660 4046 8705
4703 4056 8759
4629 4402 9031

WB AE5)

4,70 1,20
5,05 1,20
5,60 3,15

AC CB6) CH BL7) BL TL HA8) HA9) TK 10) TW11)

0,50 0,07 2,01 6,95 7,33 8,83 1,02 1,00 17,38 18,67
0,50 0,07 2,01 7,58 7,98 9,18 1,02 1,00 18,39 19,70
0,50 0,07 2,01 8,50 8,94 11,68 1,02 0,99 19,99 21,31

Variable dimensions

Front Rear Total
3447 21658 25105
3403 21648 25051
3478 21301 24779

Gross Carrying Capacity

Front Rear Total
4553 4042 8595
4597 4052 8649
4522 4399 8921

Unladen weight4)

WB AE5)

4,70 1,20
5,05 1,20
5,60 3,15

Wheelbase - AE
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Depending on the vehicle configuration a specific option may not be possible. The availability and specification of this vehicle may differ per country. For further information please contact the DAF organisation. Pictures and technical illustrations are not
binding in detail and can differ from the standard specification. Subject to modification without prior notice.

8) Unladen height at centre of driven axle(s).
9) Laden height at centre of driven axle(s).
10) TK = turning circle between kerbs.
11) TW = turning circle between walls.
12) Unladen height at centre of front axle(s).
13) Laden height at centre of front axle(s).
14) TB is overall width at rear. (At centre of front axle 255).

1) GVM in conformity with registration documents.
2) GCM in conformity with registration documents.
3) Axle load with standard tyre size.
4) Chassis and cab weight calculated with: Standard specification items only with 0 litres of fuel, 0 litres of

AdBlue® and driver of 75 kg, tolerance ± 3%. Changing of the specification can have major impact on
vehicle weight.

5) Other AE dimensions may be available for shown WB. Modify rear overhang to the calculated body length.

6) CB is based on standard air intake and/or exhaust.
7) Calculate customer specific body length with TOPEC. Body lengths shown based on evenly distributed load

at max axle load.
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FAQ 8X2 Rigid

XD  370
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OTHER DIMENSIONS VA: 1,53    WV: 1,41    WN: 1,40    HV12): 1,02    HV13): 0,93    RB: 0,79    SB: 1,82    TB14): 2,48    

AC CB6) CH BL7) BL TL HA8) HA9) TK 10) TW11)

0,83 0,07 2,49 6,34 6,71 8,83 1,02 0,99 17,38 18,67
0,83 0,07 2,49 6,96 7,36 9,18 1,02 1,00 18,39 19,70
0,83 0,07 2,49 7,89 8,33 11,68 1,02 0,99 19,99 21,31

Front Rear Total
3310 21655 24964
3266 21645 24911
3340 21298 24638

Front Rear Total
4690 4045 8736
4734 4055 8789
4660 4402 9062

WB AE5)

4,70 1,20
5,05 1,20
5,60 3,15

AC CB6) CH BL7) BL TL HA8) HA9) TK 10) TW11)

0,83 0,07 2,01 6,33 6,70 8,83 1,02 0,99 17,38 18,67
0,83 0,07 2,01 6,96 7,35 9,18 1,02 1,00 18,39 19,70
0,83 0,07 2,01 7,87 8,31 11,68 1,02 0,99 19,99 21,31

Front Rear Total
3340 21654 24995
3297 21644 24941
3371 21298 24669

Front Rear Total
4660 4046 8705
4703 4056 8759
4629 4402 9031

WB AE5)

4,70 1,20
5,05 1,20
5,60 3,15

AC CB6) CH BL7) BL TL HA8) HA9) TK 10) TW11)

0,50 0,07 2,01 6,95 7,33 8,83 1,02 1,00 17,38 18,67
0,50 0,07 2,01 7,58 7,98 9,18 1,02 1,00 18,39 19,70
0,50 0,07 2,01 8,50 8,94 11,68 1,02 0,99 19,99 21,31

Variable dimensions

Front Rear Total
3447 21658 25105
3403 21648 25051
3478 21301 24779

Gross Carrying Capacity

Front Rear Total
4553 4042 8595
4597 4052 8649
4522 4399 8921

Unladen weight4)

WB AE5)

4,70 1,20
5,05 1,20
5,60 3,15

Wheelbase - AE
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Depending on the vehicle configuration a specific option may not be possible. The availability and specification of this vehicle may differ per country. For further information please contact the DAF organisation. Pictures and technical illustrations are not
binding in detail and can differ from the standard specification. Subject to modification without prior notice.

8) Unladen height at centre of driven axle(s).
9) Laden height at centre of driven axle(s).
10) TK = turning circle between kerbs.
11) TW = turning circle between walls.
12) Unladen height at centre of front axle(s).
13) Laden height at centre of front axle(s).
14) TB is overall width at rear. (At centre of front axle 255).

1) GVM in conformity with registration documents.
2) GCM in conformity with registration documents.
3) Axle load with standard tyre size.
4) Chassis and cab weight calculated with: Standard specification items only with 0 litres of fuel, 0 litres of

AdBlue® and driver of 75 kg, tolerance ± 3%. Changing of the specification can have major impact on
vehicle weight.

5) Other AE dimensions may be available for shown WB. Modify rear overhang to the calculated body length.

6) CB is based on standard air intake and/or exhaust.
7) Calculate customer specific body length with TOPEC. Body lengths shown based on evenly distributed load

at max axle load.
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XD/XF

מידות משתנות )מטר(משקל העמסה )ק"ג(משקל עצמי )ק"ג(משקל מותר טכני )ק"ג(

תא נהג 
בודד

 רוחק
סרנים

 סרן
קדמי

 סרן
 סרןכוללאחורי

קדמי
 סרן

 סרןכוללאחורי
קדמי

 סרן
 ACCBCHכוללאחורי

(XD)
CH 
(XF)

BL 
Range

TL
RangeTKTW

4.70
8,00027,00032,000

4,7874,2949,0813,21322,70622,9190.500.252.012.186.53-7.758.81-10.038.699.33
5.054,8834,2879,1703,11722,71322,8300.500.252.012.187.17-8.499.45-10.779.199.85
5.604,9634,3099,2723,03722,69122,7280.500.252.012.188.15-9.6110.43-11.899.9910.65

תא שינה

 רוחק
סרנים

 סרן
קדמי

 סרן
 סרןכוללאחורי

קדמי
 סרן

 סרןכוללאחורי
קדמי

 סרן
 ACCBCHכוללאחורי

(XD)
CH 
(XF)

BL 
Range

TL
RangeTKTW

4.70
8,00027,00032,000

4,8824,3349,2163,11822,66622,7840.830.252.012.185.90-7.138.51-9.748.699.33
5.054,9784,3309,3083,02222,67022,6920.830.252.012.186.54-7.879.15-10.489.199.85
5.605,0584,3179,3752,94222,68322,6250.830.252.012.187.53-9.0110.14-11.629.9910.65

תא שינה 
מוגבה

 רוחק
סרנים

 סרן
קדמי

 סרן
 סרןכוללאחורי

קדמי
 סרן

 סרןכוללאחורי
קדמי

 סרן
 ACCBCHכוללאחורי

(XD)
CH 
(XF)

BL 
Range

TL
RangeTKTW

4.70
8,00027,00032,000

4,9124,3349,2463,08822,66622,7540.830.252.492.665.91-7.148.52-9.758.699.33
5.055,0084,3309,3382,99222,67022,6620.830.252.492.666.55-7.889.16-10.499.199.85
5.605,0884,3169,4042,91222,68422,5960.830.252.492.667.54-9.0210.15-11.639.9910.65

 TK - רדיוס
סיבוב בין
מדרכות

 TW - רדיוס
סיבוב בין

קירות

FAQ 8X2 Rigid

XD  370
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OTHER DIMENSIONS VA: 1,53    WV: 1,41    WN: 1,40    HV12): 1,02    HV13): 0,93    RB: 0,79    SB: 1,82    TB14): 2,48    

AC CB6) CH BL7) BL TL HA8) HA9) TK 10) TW11)

0,83 0,07 2,49 6,34 6,71 8,83 1,02 0,99 17,38 18,67
0,83 0,07 2,49 6,96 7,36 9,18 1,02 1,00 18,39 19,70
0,83 0,07 2,49 7,89 8,33 11,68 1,02 0,99 19,99 21,31

Front Rear Total
3310 21655 24964
3266 21645 24911
3340 21298 24638

Front Rear Total
4690 4045 8736
4734 4055 8789
4660 4402 9062

WB AE5)

4,70 1,20
5,05 1,20
5,60 3,15

AC CB6) CH BL7) BL TL HA8) HA9) TK 10) TW11)

0,83 0,07 2,01 6,33 6,70 8,83 1,02 0,99 17,38 18,67
0,83 0,07 2,01 6,96 7,35 9,18 1,02 1,00 18,39 19,70
0,83 0,07 2,01 7,87 8,31 11,68 1,02 0,99 19,99 21,31

Front Rear Total
3340 21654 24995
3297 21644 24941
3371 21298 24669

Front Rear Total
4660 4046 8705
4703 4056 8759
4629 4402 9031

WB AE5)

4,70 1,20
5,05 1,20
5,60 3,15

AC CB6) CH BL7) BL TL HA8) HA9) TK 10) TW11)

0,50 0,07 2,01 6,95 7,33 8,83 1,02 1,00 17,38 18,67
0,50 0,07 2,01 7,58 7,98 9,18 1,02 1,00 18,39 19,70
0,50 0,07 2,01 8,50 8,94 11,68 1,02 0,99 19,99 21,31

Variable dimensions

Front Rear Total
3447 21658 25105
3403 21648 25051
3478 21301 24779

Gross Carrying Capacity

Front Rear Total
4553 4042 8595
4597 4052 8649
4522 4399 8921

Unladen weight4)

WB AE5)

4,70 1,20
5,05 1,20
5,60 3,15

Wheelbase - AE
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Depending on the vehicle configuration a specific option may not be possible. The availability and specification of this vehicle may differ per country. For further information please contact the DAF organisation. Pictures and technical illustrations are not
binding in detail and can differ from the standard specification. Subject to modification without prior notice.

8) Unladen height at centre of driven axle(s).
9) Laden height at centre of driven axle(s).
10) TK = turning circle between kerbs.
11) TW = turning circle between walls.
12) Unladen height at centre of front axle(s).
13) Laden height at centre of front axle(s).
14) TB is overall width at rear. (At centre of front axle 255).

1) GVM in conformity with registration documents.
2) GCM in conformity with registration documents.
3) Axle load with standard tyre size.
4) Chassis and cab weight calculated with: Standard specification items only with 0 litres of fuel, 0 litres of

AdBlue® and driver of 75 kg, tolerance ± 3%. Changing of the specification can have major impact on
vehicle weight.

5) Other AE dimensions may be available for shown WB. Modify rear overhang to the calculated body length.

6) CB is based on standard air intake and/or exhaust.
7) Calculate customer specific body length with TOPEC. Body lengths shown based on evenly distributed load

at max axle load.
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מערכות בטיחות מתקדמות
זיהוי תמרורים - מהירות מרבית מותרת

)DAF( זיהוי עייפות נהג
סיוע בזיהוי משתמשי דרך פגיעים בקדמת הרכב בתחילת נסיעה

)DAF( סיוע בפנייה
מצלמה אחורית

מערכות בלימת חירום מתקדמות
מערכת ניטור לחץ אוויר בצמיגים

בטיחות בסייבר
אופציה: סיוע באור דרך

מתלים

מתלה קדמי - קפיץ עלים פרבולי
מתלה אחורי - כריות אוויר 

)PTO( אפשרויות מפרשי כוח

Engine PTO - מפרש כוח מונע ישירות מהמנוע
Gearbox PTO - מפרש כוח מונע מתיבת ההילוכים
*אפשרות לשילוב מפרש כוח מנוע ומפרש כוח גיר

שלדה

צינור פליטה אופקי

אופציה: צינור פליטה אנכי

סרנים

סרן קדמי:
עומס מרבי 8 טון

ניתן להזמין: 
סרן עומס מרבי 9 טון

סרנים אחוריים:
סרן מוביל מהוגה ומתרומם - עומס מרבי 8 טון 

סרן מניע - עומס מרבי טכני 13 טון )רישוי 11.5 טון(
סרן נגרר מהוגה ומתרומם - עומס מרבי 8 טון

ניתן להזמין: 
סרן בעל הפחתה טבורית

ADR.להובלת חומ"ס ADR ניתן להזמין
מתג ראשי לניתוק זרם.

צמיגים

חישוקי פלדה סגורים, 22.5 אינץ'
315/80R22.5 קדמיים ואחוריים

ניתן להזמין:
Alcoa Brushed/Dura Bright חישוקי אלומיניום

315/70R22.5 קדמיים ואחוריים
)315/70R22.5 315/80 אוR22.5 385/65 קדמיים )בשילוב צמיגים אחורייםR22.5

)315/70R22.5 385/55 קדמיים )בשילוב עם צמיגים אחורייםR22.5

תעבורה חטיבת תשתית | החזון 2, רמלה | ת.ד. 320 | טל. 08-9270400
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 01/12/2025  – מס'  עדכון   | ט.ל.ח   | מוקדמת  הודעה  ללא  לשנותו  הזכות  שמורה  תשתית,  חטיבת 
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כושר גרירה – אופציה
עד 14 טון

מערכות עזר לבלימה )אופציה לשילובים שונים(

Exhaust Brake – בלם פליטה
125kW הספק בלימה :MX11 מנוע
150kW הספק בלימה :MX13 מנוע

ניתן להזמין:
MX בלם מנוע – MX Engine Brake

340kW הספק בלימה :MX11 מנוע
360kW הספק בלימה :MX13 מנוע

ZF Intarder – מאיט הידראולי
500kW הספק בלימה

מנועים
הספק
 נומינלי
)כ"ס(

בסל"דהספק מרבינפח מנועדגם מנוע
מומנט 
מרבי

)ניוטון-מ'(
בסל"ד

370MX-11 27027016001950900-1400 קו"ט / 367 כ"ס10.8 ליטר

410MX-11 30030016002150900-1400 קו"ט / 408 כ"ס10.8 ליטר

450MX-11 33033016002350900-1400 קו"ט / 449 כ"ס10.8 ליטר

430MX-13 31531516002300900-1400 קו"ט / 428 כ"ס12.9 ליטר

480MX-13 35535516002500900-1400 קו"ט / 483 כ"ס12.9 ליטר

530MX-13 39039016002700900-1400 קו"ט / 530 כ"ס12.9 ליטר

"ניתן להזמין" / "אופציה": בתוספת תשלום.

תא נהג
סטנדרט

מגן שמש חיצוני
ציפוי מגן לשמשה קדמית

בקרת אקלים
6 מראות

פנסי ערפל
מולטימדיה, 5 רמקולים

Sunroof חשמלי
תא שינה

מתלה מכני
אופציה

מסיט רוח עליון )ספויילר( וכנפוני צד
חלון מדרכה

ריפודי עור
)XFמקרר/ מקרר ומגירה )ב

מצלמת פינה
מערכת ראות דיגיטלית

)מצלמות במקום מראות(
תא נהג בודד / תא שינה מוגבה

מתלה כריות אוויר
פגוש רובוסטי

מושב נוסע אמצעי )בתא בודד בלבד(
8 רמקולים

התאמת מנועים - שמות דגמים

XDXF

XD 370 FAQXF 370 FAQ
XD 410 FAQXF 410 FAQ
XD 450 FAQXF 450 FAQ

XF 430 FAQ
XF 480 FAQ
XF 530 FAQ


