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,6X2 שלדת משאית
משקל כולל 26,000 ק"ג 

מידות משתנות )מטר(משקל העמסה )ק"ג(משקל עצמי )ק"ג(משקל מותר טכני )ק"ג(

XG/XG+ 

 רוחק
סרנים

סרן
קדמי

 סרן
סרןכוללאחורי

קדמי
 סרן

סרןכוללאחורי
קדמי

 סרן
 ACCBCH (XG)CHכוללאחורי

(XG+)BL RangeTL RangeTKTW

4.60

8,00019,00026,000

4,8673,4748,3413,13315,52617,6591.160.252.782.895.90-6.508.84-9.448.499.21

4.804,8653,4708,3353,13515,53017,6651.160.252.782.896.23-6.859.17-9.798.779.49

5.054,8633,5138,3763,13715,48717,6241.160.252.782.896.63-7.299.57-10.239.099.82

5.304,8653,4968,3613,13515,50417,6391.160.252.782.897.05-7.739.99-10.679.4210.15

5.604,9083,5508,4583,09215,45017,5421.160.252.782.897.56-8.2810.50-11.229.8110.55

5.904,9293,5588,4873,07115,44217,5131.160.252.782.898.07-8.8211.01-11.7610.2010.94

 TK - רדיוס סיבוב 
בין מדרכות

 TW - רדיוס סיבוב 
בין קירות

משקל שלדה ותא נהג כולל:
MX-11 מנוע

תיבת הילוכים רובוטית מסוג TraXon בעלת 12 הילוכים
בולמי זעזועים ומייצבים קדמיים ואחוריים

מיכל דלק אלומיניום בקיבולת של 340 ליטר )ריק(
מיכל אוריאה 45 ליטרים )ריק(

כולל נהג 75 ק"ג 

ניתן להזמין:
- מיכל דלק אלומיניום 430/545/620 ליטר

- מיכל אוריאה 75/85 ליטר )תלוי במפרט הרכב(

*המידות והמשקלים עלולים להשתנות בהתאם למפרט המוגדר        **מרחקי סרנים באישור ההנדסה בלבד - 3.80, 4.20, 6.10

מידות נוספות:
VA = 1.53

WN = 1.40
HV = 1.07
HA = 1.05
RB = 0.79
SB = 1.82
TB = 2.48

FAR 6X2 Rigid, single mounted trailing axle

XG  450
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OTHER DIMENSIONS VA: 1,53    WN: 1,40    HV12): 1,02    HV13): 1,01    RB: 0,79    SB: 1,82    TB14): 2,48    

AC CB6) CH BL7) BL TL HA8) HA9) TK 10) TW11)

1,16 0,25 2,78 5,76 6,02 10,08 1,02 0,99 17,01 18,45
1,16 0,25 2,78 6,09 6,36 10,43 1,02 0,99 17,53 18,98
1,16 0,25 2,78 6,50 6,79 10,88 1,02 0,99 18,19 19,64
1,16 0,25 2,78 6,92 7,21 11,13 1,02 0,99 18,84 20,30
1,16 0,25 2,78 7,43 7,76 11,38 1,02 0,99 19,63 21,10
1,16 0,25 2,78 7,95 8,28 11,63 1,02 0,99 20,41 21,89

Variable dimensions

Front Rear Total
3150 14549 17699
3151 14517 17668
3152 14475 17627
3148 14496 17644
3104 14448 17552
3082 14445 17527

Gross Carrying Capacity

Front Rear Total
4850 3451 8301
4849 3483 8332
4848 3525 8373
4852 3504 8356
4896 3552 8448
4918 3555 8473

Unladen weight4)

WB AE5)

4,60 2,55
4,80 2,70
5,05 2,90
5,30 2,90
5,60 2,85
5,90 2,80

Wheelbase - AE

X
G

 C
A

B

Depending on the vehicle configuration a specific option may not be possible. The availability and specification of this vehicle may differ per country. For further information please contact the DAF organisation. Pictures and technical illustrations are not
binding in detail and can differ from the standard specification. Subject to modification without prior notice.

8) Unladen height at centre of driven axle (trailing axle down).
9) Laden height at centre of driven axle(s).
10) TK = turning circle between kerbs.
11) TW = turning circle between walls.
12) Unladen height at centre of front axle(s).
13) Laden height at centre of front axle(s).
14) TB is overall width at rear. (At centre of front axle 255).

1) GVM in conformity with registration documents.
2) GCM in conformity with registration documents.
3) Axle load with standard tyre size.
4) Chassis and cab weight calculated with: Standard specification items only with 0 litres of fuel, 0 litres of

AdBlue® and driver of 75 kg, tolerance ± 3%. Changing of the specification can have major impact on
vehicle weight.

5) Other AE dimensions may be available for shown WB. Modify rear overhang to the calculated body length.

6) CB is based on standard air intake and/or exhaust.
7) Calculate customer specific body length with TOPEC. Body lengths shown based on evenly distributed load

at max axle load.
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FAR 6X2 Rigid, single mounted trailing axle

XG  450
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Depending on the vehicle configuration a specific option may not be possible. The availability and specification of this vehicle may differ per country. For further information please contact the DAF organisation. Pictures and technical illustrations are not
binding in detail and can differ from the standard specification. Subject to modification without prior notice.

8) Unladen height at centre of driven axle (trailing axle down).
9) Laden height at centre of driven axle(s).
10) TK = turning circle between kerbs.
11) TW = turning circle between walls.
12) Unladen height at centre of front axle(s).
13) Laden height at centre of front axle(s).
14) TB is overall width at rear. (At centre of front axle 255).

1) GVM in conformity with registration documents.
2) GCM in conformity with registration documents.
3) Axle load with standard tyre size.
4) Chassis and cab weight calculated with: Standard specification items only with 0 litres of fuel, 0 litres of

AdBlue® and driver of 75 kg, tolerance ± 3%. Changing of the specification can have major impact on
vehicle weight.

5) Other AE dimensions may be available for shown WB. Modify rear overhang to the calculated body length.

6) CB is based on standard air intake and/or exhaust.
7) Calculate customer specific body length with TOPEC. Body lengths shown based on evenly distributed load

at max axle load.
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מנועים
הספק

מומנט מרביבסל"דהספק מרבינפח מנועדגם מנוענומינלי )כ"ס(
בסל"ד)ניוטון-מ'(

450MX-11 33033016002350900-1400 קו"ט / 449 כ"ס10.8 ליטר

430MX-13 31531516002300900-1400 קו"ט / 428 כ"ס12.9 ליטר

480MX-13 35535516002500900-1400 קו"ט / 483 כ"ס12.9 ליטר

530MX-13 39039016002700900-1400 קו"ט / 530 כ"ס12.9 ליטר

התאמת מנועים - שמות דגמים

XGXG+

XG 450 FARXG+ 450 FAR

XG 430 FARXG+ 430 FAR

XG 480 FARXG+ 480 FAR

XG 530 FARXG+ 530 FAR

מערכות בטיחות מתקדמות
זיהוי תמרורים - מהירות מרבית מותרת

)DAF( זיהוי עייפות נהג
סיוע בזיהוי משתמשי דרך פגיעים בקדמת הרכב בתחילת נסיעה

)DAF( סיוע בפנייה
מצלמה אחורית

מערכות בלימת חירום מתקדמות
מערכת ניטור לחץ אוויר בצמיגים

בטיחות בסייבר
אופציה: סיוע באור דרך

מתלים

מתלה קדמי - קפיץ עלים פרבולי
מתלה אחורי - כריות אוויר 

)PTO( אפשרויות מפרשי כוח

Engine PTO - מפרש כוח מונע ישירות מהמנוע
Gearbox PTO - מפרש כוח מונע מתיבת ההילוכים

שלדה
צינור פליטה אופקי

כושר גרירה - אופציה: עד 20 טון

צמיגים

חישוקי פלדה סגורים, 22.5 אינץ'
315/80R22.5 קדמיים ואחוריים

ניתן להזמין:
Alcoa Brushed/Dura Bright חישוקי אלומיניום

315/70R22.5 קדמיים ואחוריים
385/65R22.5 קדמיים )בשילוב צמיגים אחוריים 315/80R22.5 או 

)315/70R22.5
 )315/70R22.5 385/55 קדמיים )בשילוב צמיגים אחורייםR22.5

תעבורה חטיבת תשתית | החזון 2, רמלה | ת.ד. 320 | טל. 08-9270400
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מערכות עזר לבלימה )אופציה לשילובים שונים(

Exhaust Brake – בלם פליטה
125kW הספק בלימה :MX11 מנוע
150kW הספק בלימה :MX13 מנוע

ניתן להזמין:
MX בלם מנוע – MX Engine Brake

340kW הספק בלימה :MX11 מנוע
360kW הספק בלימה :MX13 מנוע

ZF Intarder – מאיט הידראולי
500kW הספק בלימה

סרנים

סרן קדמי:
עומס מרבי 8 טון

ניתן להזמין:
סרן עומס מרבי 9 טון

סרן מוגבה 8/9 טון
)תלוי במפרט הרכב(

סרנים אחוריים:
סרן מניע - עומס מרבי טכני 12 טון )רישוי 11.5 טון(

סרן נגרר לא מניע ומתרומם - עומס מרבי 7.5 טון

ניתן להזמין: 
סרן בעל הפחתה טבורית

ALM - ניטור עומס על הסרנים

ADR.להובלת חומ"ס  ADR ניתן להזמין
מתג ראשי לניתוק זרם.

תא נהג - תא שינה מוגבה
סטנדרט

מגן שמש חיצוני
מתלה כריות אוויר

ציפוי מגן לשמשה קדמית
בקרת אקלים

6 מראות
פנסי ערפל

מקרר
מולטימדיה, 5 רמקולים

אופציה
מסיט רוח עליון וכנפוני צד

חלון מדרכה
ריפודי עור

מקרר נוסף/ מגירת אחסון
מצלמת פינה

מערכת ראות דיגיטלית מצלמות במקום מראות
8 רמקולים

Sunroof חשמלי

"ניתן להזמין" / "אופציה": בתוספת תשלום.


